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Professional 2MP Bullet Camera « 2MB-3.6-BNC

Camera Specifications

Camera
Sensor: 1/2.9" SONY 2MP CMOS
Effective Pixels: 1920(H) x 1080(V)

Video Frame Rate:
1080p@25/30fps

Resolution: 1280H (CVBS output)
Min. lllumination: O Lux (IR ON)
Sync System: Internal

Lens: 3.6mm M12 Lens, standard
ICR module

Electronic Shutter: Auto/
Manual (X30~1/50000)/FLK

S/N Rate: = 50db (AGC OFF)

Video Output: 1.0Vp-p complex
video output, 750

Output Model: PAL/NTSC
adjustable
OSD Menu

White Balance: ATW/AWC-SET/
INDOOR/OUTDOOR/
MANUAL/AWB

NR: 2DNR/3DNR, OFF
Image Adjustable: Brightness,
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Sharpness, AGC

DWDR: AUTO/ON/OFF

BLC: BLC/HSBLC/OFF

AGC: 0-15

Day & Night: B/W, Color, Auto, EXT
Privacy Mask: OFF/ON (4 zones)

Motion Detection: OFF/ON (4
zones)

Mirror: Horizontal/Vertical/
Rotation

Sens-up: OFF/Auto (X30, X25,
X20, X15, X10, X8, X6, X4, X2)

Lens Shading Compensation:
OFF/ON

DPC: Auto, B/W
Defog: OFF/Auto

OSD Menu: English, Chinese, 12
languages

Four-in-One Output: AHD 1080p,

TVI1080p, CVI 1080p,
CVBS 1280H (optional)

FREE Uniden Pro Wired App
Full Mobile remote control and setup from iPhone®, iPad®, iPod touch® and Android™ devices. Receive alerts via Email or Notification.

SYSTEM REQUIREMENTS: Router with Internet access and available Ethernet Port, iPhone®, iPad®, iPod touch® or Android™ device.

PACKAGE INCLUDES: (1) Bullet Indoor/Outdoor Camera, (1) Camera Mounting Hardware

©2017 Uniden America Corp., Irving TX. All rights reserved. Photography and illustrations may differ slightly from actual product. iPad’, iPhone" and iPod touch" are registered trademarks of Apple Inc. Android is a trademark of Google Inc. Amazon, Kindle, Fire
and all related logos are trademarks of Amazon.com, Inc. or its affiliates. May contain additional foreign articles. Custom manufactured in China

Proposition 65 Warning (California): This product contains a chemical known to The State of California to cause cancer, birth defect or other reproductive harm.
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received,

including interference that may cause undesired operation.

UPC: 0 5063340742 4

Camera General

IR Distance: 100’ Night Vision (16 X
SMT LEDs)

Protection Grade: IP66

Communication: Support UTC
control

Power Supply: 12VDC+ 10%

Power Consumption:; <2.8W(IR
LEDs +main
board: 0.96W)

Operating Temperature:
-4°F~122°F

Operating Humidity: 0%-90%

Dimensions (in.): 6.54(L)*
2.60(W)* 2.60(H)

Weight/PCS (0z): 14



